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BBL RANGE 

LED LOWBAY LUMINAIRE 

 

 

The BBL is a surface / suspended LED low bay fitting that come as IP20 and is 
suitable for mounting heights of between 5 & 8m. There is a choice of 3 output 
levels with options for fixed output or DALI dimming. The fitting comes with spring 
clips for suspension or can be supplied with a surface mounting kit to make 
installation simple and coupled with a 50,000-hour life makes this ideal for 
factories, warehouses, sports centres, and other similar applications. 

The BBL is powder coated white over steel and is supplied with 4,000k colour 
temperature LEDs as standard. An opal polycarbonate diffuser is available for 
reduced glare where required and the fitting can be supplied with a steel mesh 
guard for added protection. 

Daylight / presence detectors can be fitted internally and the LLB can be supplied 
as an emergency fitting. 

LUMINAIRE NOMINAL            LUMEN         WATTS      WEIGHT    DIM/EM     
 CAT NO.                 SIZE MM            OUTPUT*          (tcW)           KGS        OPTION. 
BBL100                614 X 350 15,500             100 6.5    • 

BBL150                 616 X 450 23,250             150 9.06    • 

BBL200               1,185 X 350 31,000             200 12.5    • 

*The lumen output of the luminaire based on 4,000k colour LEDs 

                  ADDITIONAL ORDERING INFORMATION                 .. 

 DALI dimming   - add /DALI 
 Presence detector   - add /PIR 
 Photocell    - add /PC 
 Emergency version   - add /EM 
 OPAL diffuser    - add /OP 
 Steel mesh guard   - add /MG 
 Surface mount kit   - add SMK 

LED colour 
 Warm White (3,000k)   - add /CLWW 
 Cool White (4,000k)   - add /CLCW 
 Very Cool White (5,000k) - add /CLVCW 

F                    FEATURES                  . 

 IP20  
 CRI >80,  

 Efficacy op to 155 Llm/tcW 
 50,000 hours  
 DALI dimming available 
 Daylight / presence detectors 

available 

 3hr Emergency version 
 4,000k LED diodes (other colour 

temperatures available) 
 Mesh guard for added protection 

 Opal anti-glare diffuser option 

 

 

                     DIMENSIONS               . 

     

 

 


