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      GPR RANGE 

SUSPENDED / RECESSED CIRCULAR FLAT PANEL  

 

    

 

The GPR fitting has been designed as an extension to our VNS range of square flat panels 
to suit today’s growing demand for LED solutions. 

The luminaire comes as a suspended fitting with the option to suspend up to 2.0m from the 
ceiling. Alternatively, it can be surface mounted. The body is extruded aluminium with a 
RAL9010 (white) paint finish and comes with a choice of 3 sizes. This is an ideal solution to 
reduce energy consumption by combining all the latest LED technologies together with the 
Opal Methacrylate diffuser. It is perfectly suited as a low energy luminaire for a visually 
comfortable working environment, ideal for offices, schools, hospitals, banks and public 
buildings. 

LUMINAIRE           NOMINAL             LUMEN           POWER          WEIGH           DIM      EM  .     
  CAT NO.                SIZE MM             OUTPUT*          (tcW)              KGS               OPT    lOPT .                    
GPR600  600 DIA             4,580     35          15.0  •         • 
GPR600(HO) 600 DIA             5,933     51          15.0  •         • 
GPR900  900 DIA            10,179     78          18.0  •         • 
GPR900(HO) 900 DIA            13,889    114          18.0  •         • 
GPR1200                   1200 DIA            18,828    145          20.0  •         • 
GPR1200(HO)             1200 DIA            25,649    211          20.0  •         • 

 
*The lumen output of the luminaire based on 4,000k LED diodes at 25°C ambient  

 
 

 A                              ADDITIONAL ORDERING INFORMATION                . 

 DALI Dimming   - add /DALI 
 Suspended   - add /DSW 
 Surface mounted   - add /SUF 
 RA90 Diodes   - add /RA90 

  
LED Colours; 

 Warm white (3,000k) - add /CLWW 

 Cool white (4,000k)   - add/CLCW 

 
Body Colours: 

 White (RAL 9010)  - as standard 
 Black  - add /B 

 

                         FEATURES                .   

 Wire suspended or surface mounted 

 Remote emergency option 

 IP20 rated 

 DALI version available 

 CRI 80, CRI90 also available 

 3 body diameters with 2 output 
options per diameter 

 White powder coated aluminium 
frame 

 50,000 hours L80B20 

 Up to 130 Llm/tcW 

  

                            DIMENSIONS                        . 

 

 

 

 

 

 

 

 

 
 

 


