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      LCM(HALO) RANGE 

LED SUSPENDED DIRECT/ INDIRECT MODULAR  

 

 

The LCM(HALO) is a variant of our popular LCM range available in a selection of sizes with the option of 
additional upward pointing LED panels to provide indirect lighting: the (HALO-DI) variant. The HALO-DI 
version has roughly 10% light output upwards.  Both versions are manufactured from high grade 
extruded aluminium and come as standard with a flat panel opal PMMA diffuser.  

There are various driver options available: Fixed Output, DALI, DSI plus integral emergency options. The 
fitting is supplied with wire suspensions as standard. This flexibility makes the LCM(HALO) ideal for 
reception areas, offices, retail, and public buildings. 

All versions come supplied as white (RAL9010) as standard with the option of either black or silver grey. 
Other RAL colours are available on request. 

LUMINAIRE             NOMINAL         LUMEN   POWER              WEIGH       DIM   EM   .     
  CAT NO.                  SIZE MM         OUTPUT *     (tcW)                   KGS          OPT  OPT; .                    
LCM(HALO)600      600            1,963        22   7.7  •         • 
LCM(HALO-DI)600      600            2,585        35   7.7  •         • 
LCM(HALO)900      900            3,212        36  10.4  •         • 
LCM(HALO-DI)900      900            3,837        49  10.4  •         • 
LCM(HALO)1200    1,200            4,283        48  14.5  •         • 
LCM(HALO-DI)1200    1,200            5,134        65  14.5  •         • 
LCM(HALO)1500    1,500            5,354        60  16.9  •         • 
LCM(HALO-DI)1500    1,500            6,431        82  16.9  •         • 
LCM(HALO)1800    1,800            6,782        76  19.6  •         • 
LCM(HALO-DI)1800    1,800            8,087       102  19.6  •         • 
 

*The lumen output of the luminaire based on 4,000K LED diodes with Opal diffuser 
 
 

A                      ADDITIONAL ORDERING INFORMATION                              . 

 DALI Dimming    - add /DALI LED Colours; 
 DSI Dimming    - add /DSI • Warm white (3,000k) - add /CLWW 
 Emergency version     - add /EM  • Cool white (4,000k) - add /CLCW 
 DALI Emergency    - add /DALI-EM   
 Opal diffuser    - add /OP 

 
 
Body Colours: 

 White (RAL 9010)  - as standard 
 Black   - add /B 
 Silver Grey - add /SG 

 
 
 

                        FEATURES               .   

 Opal PMMA flat panel diffuser as 
standard. 

 Integral emergency and self-test 
conversions. 

 CRI 80 as standard, RA90 also 
available 

 50,000 hours L80B10 

 3,000k or 4,000k colour  

 Selection of diameters from 600mm 
up to 1800mm. 

 White (RAL9010) as standard - other 
RAL colours available on request. 

 

                  DIMENSIONS                         . 

 

 
 
 
 
 
 
 
 
 
 
 
 
 

 


