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RLD620 RANGE 

SQUARE PART L LED DOWNLIGHTER 

 

             

The new RLD620 range has been designed to incorporate a Tridonic light engine which, 
together with the MIRO 27 reflector; produces a high DLOR of 96% and efficacy values of 
at least 107 Llm/tcW. To ensure efficiency and long in-service life of 60,000 hours (L70), 
passive heat sinks have been incorporated into the design process. 

An ideal alternative to fluorescent, where reduced maintenance and further energy 
requirements are required, this range can also be supplied with drop glass attachments for 
an added design feature. 

The RLD620 as an emergency version is available with a remote non-maintained LED 
which is separately mounted from the luminaire with either a 60° or 110° beam angle. 

 
LUMINAIRE    POWER        COLOUR           LUMEN           EFFICACY      WEIGHT       DIM  &    &   
  CAT NO      (tcW)           TEMP(K)         OUTPUT*           llm/tcW           KG             OR EM     .     
RLD620/110/3000    9.0      3,000           1,257  113.1   1.8    • 

RLD620/110/4000    7.9      4,000           1,161  117.5   1.8    • 

RLD620/200/3000    16.3      3,000           2,076  107.0   1.8    • 

RLD620/200/4000    15.1      4,000           2,051  112.7   1.8    • 

RLD620/300/3000    22.4      3,000           2,954  112.1   1.8    • 

RLD620/300/4000    22.4      4,000           3,111  118.1   1.8    • 

 
*Lumen output of the luminaire based on a 25°C ambient temperature (operating temperature :--20°C to 35°C) 

 
                   ADDITIONAL ORDERING INFORMATION                1 

 Mains dimming - add /MDIM     
 DALI dimming - add /DALI 
 EM remote LED 60° - add /EMLED/60/R 
 EM remote LED 110° - add /EMLED/110/R 

LED Colours: 

 Warm white  (3,000k) 
 Cool white    (4,000k) 

 

                    

                     FEATURES                m 

 Incorporates Tridonic light engine 

 Miro 27 reflectors – DLOR 96% 

 3,000K or 4,000K colour temperatures 

 Nuventix active & passive heat sinks 

 Optimised thermal management 

 60,000 Hours  - L70 B10 

 Exceptional colour consistency 

 CRI 80 

 DALI compatible 

 Emergency with remote 3W LED 

 DALI addressable / Self-test emergency 
also available 

 Up to 118 Llm/tcW 

 Tuneable white option available 

                 GLASS OPTIONS                m 

 

                      DIMENSIONS                  m 

 


