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SLC255, 256 & 257 RANGES 

SURFACE OR SUSPENDED DOWNLIGHT 

 

             

       SLC255/W//W/W/DSW          SLC256/W/B/W             SLC257/B/G/B 

To compliment our RLD655, 656 & 657 range we have the SLC range of downlights which 
can be surface mounted or suspended whilst maintaining the same look. The SLC255 
range comes with a 50° multi-faceted reflector, the SLC256 has a 60° satin reflector whilst 
the SLC257 has a 40° specular reflector. 

The SLC range has been designed to incorporate the latest Philips light engine and coupled 
with the reflectors produces a luminaire efficiency of up to 98 Llm/tcW. Optimised passive 
thermodynamics ensure efficiency and long in-service life of 60,000 hours (L70). 

The body is available in a selection of colours with a choice of 5 diffuser accessories and 
the SLC range as an integral emergency version is available with an integral indicator head. 

LUMINAIRE               POWER       COLOUR       LUMEN          EFFICACY           DIM           EM    &   
  CAT NO                  (tcW)        TEMP(K)       OUTPUT*        LM/tcW            OPT          OPT     .     
SLC255-256-257/110/30           13.9            3000             1,259        90.0           •           • 
SLC255-256-257/110/40           13.9            4000             1,371         98.4           •           • 
SLC255-256-257/200/30           24.1            3000             2,022        83.8           •           • 
SLC255-256-257/200/40           24.1            4000             2,205        91.0           •           • 
SLC255-256-257/300/30           34.7            3000             2,712        78.3           •           • 
SLC255-256-257/300/40           34.8            4000             2,960        85.1           •           • 
SLC255-256-257/400/30           46.3            3000             3,713        80.0           •           - 
SLC255-256-257/400/40           46.4            4000             4,054        87.4           •           - 
 
*Lumen output of the SLC255 luminaire based on a 25°C ambient temperature (operating temperature:--20°C to 35°C) 

 
                     ADDITIONAL ORDERING INFORMATION              1 

 DALI dimming - add /DALI LED Colours: 
 Emergency  - add /EM  • Warm White (3,000k) 
 Self- test Emergency - add /EM-ST • Cool White (4,000k) 
 Wire suspended - add /DSW 

Body Colours: 

 White   - add /W 
 Grey  - add /G 
 Black  - add /B   

  

                    FEATURES               m 

 Incorporates Philips Fortimo light 
engine 

 Die Cast aluminium body with a choice 
of colours 

 Optimised thermal management 

 60,000 Hours  - L70 B10 

 Exceptional colour consistency 

 CRI 80 

 DALI compatible 

 Integral Emergency and emergency self-
test options (not available for 
SLC25x/400) 

 Suspended version up to 2.0m 

 Up to 98.4 Llm/tcW 

 Halo Plates available 

 Choice of 5 diffuser options 

 

                    DIMENSIONS              m 

         

 


