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GPT RANGE 

GLOBE POST TOP IP66 AREA LIGHT  

 

 

 

 

The GPT is a mid-sized post top luminaire designed to reduce upward light whilst 
providing all round illumination. 

The luminaire has powder coated die cast aluminium housings with integrated 
heat sinks; and a half clear, half blacked out polycarbonate globe to protect and 
seal the LED diodes. There is a choice of 3 wattages, with either 3,000k or 4,000k 
LED diodes 

This fitting cannot be upgraded to emergency. 

LUMINAIRE NOMINAL            LUMEN    POWER      WEIGHT     DIM     EM .     
  CAT NO.               SIZE MM             OUTPUT*    WATTS           KG             OPTION  . 
GPT130    500 DIA 3,240      35.0             5.4  ✓     ✕ 
GPT145    500 DIA 4,860      45.0             5.4  ✓     ✕ 
GPT160    500 DIA 6,480      60.0             5.4  ✓     ✕ 

*Lumen output of the luminaire  

                        ADDITIONAL ORDERING INFORMATION           . 

 DALI Dimmable - add /DALI 

LED DIODES 

 Warm White (3,000k) - add /CLWW 
 Cool White (4,000k) - add /CLCW 

 

 

 

.                    FEATURES               .                

 Light Weight Design 
 IP66 rated 
 Efficacy up to 108 Llm/tcW 
 >50,000 hour life L90-B10 

 Choice of lumen output 
 Black finish as standard – other 

colour options available on request 

 IK09 impact rating 

 

 

.               DIMENSIONS               .                
  

 

 


